
WITH "WATER" CAST INTO COVER

NEENAH R-1713 FRAME & LID, 

(8" MAX.)

ADJUSTING RINGS MORTARED

TWO (2) MAX. PRECAST CONC.

CONCRETE SECTIONS

PRECAST REINFORCED 

CONSTRUCTED WITH

VALVE VAULT SHALL BE 

STRIPS (TYPICAL)

TWO (2) BUTYL RUBBER

VALVE

TAPPING

W/"COR-TEN BOLTS"

"MEGALUG" RESTRAINT 

MECHANICAL JOINT AND 

WATERMAIN 

STRIPS (TYP)

BUTYL RUBBER 

CONCRETE SLAB

6" REINFORCED

SAND CUSHION 

4" MIN.CONCRETE SUPPORTS

MORTAR
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6"60" MIN. INSIDE DIAMETER

SLEEVE*

TAPPING

 A FOSTER ADAPTER.

 VALVE SHALL BE INSTALLED ADJACENT TO THE TAPPING SLEEVE UTILIZING

 MODEL 665 WITH MECHANICAL JOINT OUTLET, OR APPROVED EQUAL. SERVICE 

 MADE USING A SMITH-BLAIR, ALL STAINLESS STEEL TAPPING SLEEVE, 

*PRESSURE CONNECTIONS FOR 3" AND LARGER DUCTILE IRON SERVICES SHALL BE

VILLAGE OF ELK GROVE VILLAGE

PRESSURE CONNECTION


